
 
Reasoned Document for Item LC Gate control equipment using wired and wireless data communication as per  

RDSO/SPN/TC/49-03 Ver 3.0 Rev.1 
 

Page 1 of 2 
 

RDSO Specification 
COMMENTS RECEIVED from 

SECR RDSO’s View Amended Clause 

Clause 
no      

Clause 
no   

2.3.2 iv Wireless Power Supply (12 V/ 15 
amps) of reputed make like 
AXIOM etc. 

Instead of wireless power supply 
existing wired power supply shall be 
used. 

Agreed, word 
‘Wireless’ to be 
removed 

2.3.2 iv Power Supply (12 V/ 15 
amps) of reputed make like 
AXIOM etc. 

2.3.2 (v) Wireless Battery (12V, 130 AH) 
of reputed make like EXIDE, S/F, 
Hitachi, Amar Raja etc 

Instead of battery existing battery shall 
be used. 

Agreed word 
‘Wireless’ to be 
removed 

2.3.2 
(v) 

Battery (12V, 130 AH) of 
reputed make like EXIDE, 
S/F, Hitachi, Amar Raja etc 

2.3.2 
(viii) 

80 column DOT matrix printer of 
reputed make like EPSON. 
WIPRO, TVS etc. tested. 
 

As dot matrix printer is obsolete now a 
days.latest printer inkjet /laserjet shall 
be used. 

Agreed 2.3.2 
(viii) 

80 column DOT matrix 
printer of reputed make like 
EPSON. WIPRO, TVS etc. 
tested. Optionally inkjet 
printer may also be used with 
suitable connector. 
 

6.1 A3 
(iii) 

By connecting a DOT Matrix 
printer 

 

Nil Linked with 2.3.2 
(viii) 

6.1 A3 
(iii) 

By connecting an DOT 
Matrix /inkjet printer 
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4.21 Data logger 
The system shall have Data 
Logger to record all the events 
automatically with Date, Time, 
Train Number, Direction, Gate 
Number and exchanged Private 
Number between ASM and LC 
gateman, which can be retrieved 
by connecting it to a DOT Matrix 
printer/ or data can be retrieved 
through LAPTOP. The provision 
of simultaneous data logging shall 
be made in both ASM and LC 
Control Equipment.  
 

Timing of all the data loggers placed 
in gate which is connected to station 
should be synchronized.  

Agreed 4.21 
4.21.1 

Data logger 
The system shall have Data 
Logger to automatically 
record all the events with 
Date, Time, Train Number, 
Direction, Gate Number with 
Private Number exchanged 
between ASM and LC 
Gateman, which can be 
retrieved by connecting a 
printer or data can be 
transferred to Laptop. The 
data of events shall be 
simultaneously logged in 
both ASM and LC Gate 
Control Equipments. The 
timing of all the gate telephones 
connected with ASM unit shall 
be synchronized with ASM 
clock once in 24 hour. 
 

  M/s Sirveen Control Systems has 
given its representation and said not to 
make any changes to version 3  

No comment of 
regarding RDSO/ 
SPN/ TC / 49-03 
Ver 3.0 Rev.1 

 No change. 

  M/s RT Vision has requested not to 
make changes in 49-03. 

No comment 
regarding RDSO/ 
SPN/ TC / 49-03 
Ver 3.0 Rev.1 

 No change. 

Ref: 
1. M/s Sirveen’s remarks were received through letter no. SCS/L-140/RDSO2014-15 Dtd. 10.11.14. 
2. M/s RT Vision’s remarks were received through letter no. RDSO/Telecom/TC-49/005 dated 10.11.2014.  
3. CSTE/SECR’s  remarks were received through letter no. SECR/S&T/TCSC Meeting/1845 Dated 05.11.2014.  


