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SN Draft Spec. No. 
C-9809 (Rev.05) 

Rane  Om Besco Cemcon HCL Escorts Bony Daulat Ram RDSO 
comments 

1. Clause No. 
2.6.5: The 

frictional material 
should be tested 
as per appendix 
-15 of UIC 564-2 
or for 
deterioration of 
visibility due to 
smoke released 
on combustion 
of materials. The 
value of 
illumination 
intensity E4 in 
lux in the 4th 
minute and the 
light volume T in 
lux obtained 
during the first 4 
minute should 
not be less than 
75 lux and 360 
lux minutes 
respectively. 
Test specimen 
size should  be 
120mm 
X55mmX 25mm. 

Apparatus 
installed. 
Test result 
value is 
found within 
the value 
specified in 
draft 
specificatio
n. Firm also 
proposed 
corrections. 

Under 
process and 
asked 
clarification 
regarding 
smoke and 
odour test. 
Request for 
testing 
charges for 
smoke and 
odour test. 

- Apparatus 
installed. 
Test result 
value is 
found within 
the value 
specified in 
draft 
specification. 

Apparatus 
installed. 
Test result 
value is 
found within 
the value 
specified in 
draft 
specification. 

Apparatus 
installed. 
Test result 
value is 
found within 
the value 
specified in 
draft 
specificatio
n. 
 The firm 
proposed 
value of 
illumination 
intensity 65 
lux and light 
volume 360 
lux.  

Apparatus 
installed. 
 Test result 
value is 
found within 
the value 
specified in 
draft 
specification.  

Since majority 
of the firms are 
able to achieve 
the limiting 
value of 
illumination 
intensity E4 in 
lux in the 4th 
minute and the 
light volume T 
in lux minium 
75 lux and 360 
lux minutes 
respectively. 
Hence 
specified value 
is ok. 

2. Clause No. 
2.6.6: The 

frictional material 
should be tested 
for density of 
smoke and 

Firm will 
confirm to 
RDSO 
before end 
Sep’16 for 
density of 

 Dynamom
eter facility 
for smoke 
testing will 
be in 
place 

Work in 
progress. 
Firm has 
given 
suggestion 
for collect 

Firm are in 
the process 
of 
procurement 
of smoke 
density 

Under 
process 
which will 
be complete 
before 21 st 
April for 

In case of 
smoke 
density test 
fall in’ A’ 
category as 
per  UIC654-

It is already 
mentioned in 
clause that 
density of 
smoke and 
odour level 
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odour level as 
per appendix-VII 
and appendix-
VIII respectively. 
The value of 
density of smoke 
should not be 
more than 0.33 
both under dry & 
wet condition. 
The odour value 
should not be 
more than 
213000 both 
under dry and 
wet condition. 
These tests shall 
be carried as a 
type test and 
shall be 
conducted along 
with 
dynamometer 
test. However, 
till supplier shall 
not develop the 
facility on its 
own, they can 
get these tests 
done from other 
approved labs in 
RDSO on 
payment basis. 

smoke test. 
Regarding 
odour test it 
can be 
tested at 
RDSO. 
Request for 
waiver of 
above test 
need not to 
be done for 
every batch 
or every lot 
of 
inspection. 
It can be 
decided on 
one time 
basis. 

30.04.16. one year 
data of 
various 
batches 
manufacturin
g at plant and 
value arrive a 
final 
specification.  

measuremen
t system, 
After testing 
will 
comments   
of this 
parameter. 

facility of 
measureme
nt of density 
of smoke. 

2 OR  odour 
will be on 
minimum 
level 
therefore 
odour test 
may be 
exempted. 

tests shall be 
carried as a 
type tests and 
shall be 
conducted 
along with 
dynamometer 
test. Hence, 
these tests 
shall not to be 
done for every 
batch or every 
lot of 
inspection.  
Both smoke 
density and 
odour test are 
different test 
and can not be 
linked with 
each other. 
Hence odour 
test cannot be 
exempted. 

 


