
 
 
 

                                                                                                                           

 
 

Reasoned Documents based on comments received on the draft test format of Modular Terminal Blocks as per Specification no. 

RDSO/SPN/189/2004 Rev. 2.0  

 
Sr 
No. 
 

Cl. No. Details as per Test format 
(SIF 0379) 

M/s. Phoenix contact 
comment 

M/s.  Elmex comment RDSO Remarks 

1. 8.1 (iii) 

(a) as 

per  IEC 

cl. no. 

8.4.2.3 

For rated voltage 1000 V, 

the creepage distance shall 

not be less than 12.5 mm. 

Rated voltage should 

be amend to 400V 

(min.) instead of 

1000V as per RDSO 

specification Cl. 4.1, 

4.2 and 4.3 

---- Agreed, details of creepage 

distance will be modified 

as 5 mm accordingly for 

400 V rated voltage. 

2. 8.1 (ii) 

(a) )   as 

per  IEC 

cl. no. 

8.3.2 

--- Tightening torque shall 

be 0.1 N.m. 
------ Tightening torque shall be as 

per rated torque because 

torque is different for 

different type of screw 

clamp terminal blocks. 

Agreed, tightening torque 

range will be modified 

accordingly as per table 4 

of IEC 60947-7-1 of Cl. 

8.3.2,  starting from 0.1 

Nm to 0.4 Nm for diameter 

of thread up to 2.8 mm. 

3. 8.1 (iii) 

(b) as 

per  IEC 

cl. no. 

8.4.3 

The test voltage shall be 

applied “first” between the 

adjacent terminal blocks 

wired and installed on a 

metal support as per table 

12A of IEC 60947-1 

------ The word “first ” to be 

dropped. 

Not agreed, as  first is 

mentioned in the related cl. 

8.4.3 of IEC 60947-7-1.  

4.  8.1 (iii) 

(c) as 

per  IEC 

cl. no. D 

8.4.4 

The voltage drop is 

measured on each terminal 

block with a direct current 

of 0.1 times the value of 

rated current. 

------ To add “ this is not separate, 

stand alone test”  

Agreed, following will be 

add as in the observation 

Colum “  Note- this test 

will be conducted in 

related testing.”  

 



 
 
 

Sr 
No. 
 

Cl. No. Details as per Test format 
(SIF 0379) 

M/s. Phoenix contact 
comment 

M/s.  Elmex comment RDSO Remarks 

5. 8.1 (iii) 

(d) 

Test should be conducted 

on five adjacent terminal 

blocks connected in series 

as per figure  2 of cl. 8.4.5 

of IEC 60947-7-1 

------ Test details to refer to rated 

conductor as per IEC 60947-

7-1 cl. no. 8.4.5/D 8.4.5 

Agreed, as per additional 

requirements for test 

disconnect terminal blocks 

Cl. will be modified as 

8.4.5/D 8.4.5 in the test 

format. 

6. 8.1 (iii) 

(e) 

The test is performed on 

one terminal block installed 

as per manufacturer’s 

instructions and the value 

and the duration of the test 

current shall be as per cl. 

No.8.4.6  of IEC 60947-7-1 

------ Cl. No. D 8.4.6 to be added Agreed, as per additional 

requirements for test 

disconnect terminal blocks 

Cl. will be modified as 

8.4.6/D 8.4.6  in the test 

format. 

7. 8.1(vi) as 

per  IEC 

cl. no. 8.5 

The test is to be carried out 

according to IEC 60695-11-

5 

------ Standard reference to be 

changed to IEC 60947-7-1 

Not agreed, as it is 

mentioned in the Cl. no. 

8.5 of IEC 60947-7-1 “The 

test is to be carried out 

according to IEC 60695-

11-5” 

 
 
 
 
 
 
 


